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1- COMPONENTS

Boiler (1);

o Data label (2);

o Thermometer connection(3);

o Exhausted fluid drain valve (4);

Cover with locking lever (5);

o Over pressure device (6);

o Steam tubing connection(7);
dephlegmator (8);

o n°2steam infout connections (9);

o drain cock phlegm (10);

o Thermometer connection (11);
chiller, heat exchanger (12);

o incoming steam connection (13);

o Data label (14);

o gathering condensate connection(15);

o No. 2 connections for input / output liquid (water) coolant (16);
Steam tubing connection from boiler to dephlegmator (17);
Steam tubing connection from dephlegmator to condensator (18);
gathering condensed liquid pipe (19);

Double spacer sieve from boiler bottom (20);
n°® 2 Thermometers (3)-(11);
n°® 5 clamp connections;
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2 - ASSEMBLY SEQUENCES

- place the boiler

(1)

- Put the sieve
(20) on the
bottom boiler

- put what you
want to distil

- Put the lid (5)
and press its
lever

- put the
dephlegmator (8)

- put the chiller
(12)
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- Check that
the pipes are
m free from
obstructions
and if
necessary blow

to free up
impediments;
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- mount the
pipe transport
steam from
the boiler to
dephlegmator
(17);

- attach the pipe to transport steam from dephlegmator to chiller (18);

- Mount the condensate drain pipe (19);

- Assemble
rubber hose
(3%”) for input /
output water for
cooling (not
supplied)



















